ETag: "94956621976ebecd98a45ccdb86e3512"
authorization: LOW 3ozqvYVYZEAehk4f:REDACTED_BY_IA_S3
connection: TE, close
content-length: 724837
expect: 100-continue
host: s3.us.archive.org
te: deflate,gzip;q=0.3
user-agent: ias3upload/0.7.1
x-amz-auto-make-bucket: 1
x-archive-ignore-preexisting-bucket: 1
x-archive-meta-abstract: The cdma2000 system is an evolutionary enhancement of the IS-95 standards which support 3G services defined by the International Telecommunications Union (ITU). cdma2000 comes in two phases: 1XRTT and 3XRTT (1X and 3X indicates the number of 1.25 MHz wide radio carrier channels used and RTT stands for Radio Transmission Technology). The cdma2000 1XRTT, which operates within a 1.25 MHz bandwidth, can be utilized in existing IS-95 CDMA channels as it uses the same bandwidth, while 3XRTT requires the commitment of 5 MHz bandwidth to support higher data rates. This paper describes a software model implementation of the cdma2000 reverse link and its application for evaluating the effect of rake receiver design parameters on the system performance under various multipath fading conditions. The cdma2000 models were developed at the National Institute of Standards and Technology (NIST), using SPW ( Signal Processing Worksystem) commercial software tools. The model has been developed in a generic manner that includes all the reverse link six radio configurations and their corresponding data rates, according to cdma2000 specifications. After briefly reviewing the traffic channel characteristics of the cdma2000 reverse link ( subscriber to base station), the paper discusses the rake receiver implementation including an ideal rake receiver. It then evaluates the performance of each receiver for a Spreading Rate 3 (3XRTT) operation, which is considered as a true 3G cdma2000 technology. These evaluations are based on the vehicular IMT-2000 ( International Mobile Telecommunication 2000) channel model using the link budget defined in cdma2000 specifications for the reverse link.
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